
BEETLE II
MARINE LED
MARINE LED FIXTURE  DESIGNED  
FOR EXPLOSION HAZARD ZONES

BEETLE II MARINE LED HIGH BAY is a marine LED luminaire that is ideally suited not only for vessels,  
but also for port docks, illuminating cargo holds, deck equipment, and other areas on ships. It is  
characterized by high power and high luminous flux but most of all by excellent luminous efficiency. 
equipped with tempered glass, which guarantees effective protection of the luminaire in the most  
challenging conditions. Additionally, BEETLE II LED MARINE is equipped with a stainless steel 
bracket to increase shock resistance. Made of high-pressure die-cast aluminum, it is characterized  
by high durability, even in extreme weather conditions. Handle and screws in the luminaire are A2-70 
grade stainless steel screw, meaning that it is made of austenitic stainless steel containing approximately  
18% chromium and 8% nickel, providing high resistance to corrosion and damage. The paint is tailored to C5 
zone, providing durability and resistance to external factors.
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FAMILY

TECHNICAL DATA KEY ADVANTAGES
•	 power up to 250 W  
•	 exceptional luminaire efficacy up to 160 lm/W  
•	 stainless steel reinforced handle
•	 available in EX version 
•	 availale as modular floodlight (up to 750 W) 
•	 lifetime up to 100 000 h (L80B10)
•	 resistance to high temperatures (LUMI COOL®)  
•	 a wide range of powers and lighting angles 
•	 easy mounting and adjustment  
•	 tempered glass  
•	 adaptable to any control system 
•	 italian design and solid workmanship  

(IP67/IP66, IK09/IK10) 
•	 made in Poland

DIMENSIONS [MM]

When ordering, please specify the desired beam angle curve and colour temperature.

Luminous flux tolerance +/- 10%. Power consumption tolerance depends on the power level - less than 100 W or equal to 100 W power consumption tolerance is 5%, over 100 W - 2.5%. The luminous flux, light intensity distribution and light efficiency were tested according to PN-EN 13032-4: 2015-09  
and PN-EN 60598-1: 2015-04 at an ambient temperature of 25°C. Accessories for installation are quoted separately by the manufacturer. The latest product data is available on our website at www.lumiteam.eu | We reserve the right to make constructional changes to the luminaires.  
Update date: 2024-07-10
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Light source
Power consumption 
Luminaire luminous flux
Luminaire efficacy
Colour temperature
Colour rendering index (CRI)
Lumen maintenance output
Operating temperature
Beam angles
Material (body)
Material (handle)
Finish
Colour
Optics
Glass
Ingress protection rating
Impact protection rating
Weight
Voltage
Frequency
Warranty
Control systems

LED
60 - 250 W
9 000 - 35 200 lm
132 - 160 lm/W
4 000 K, 5 700 K
70, 80
100 000 h (L80B10)
-40°C do +55°C
20°, 30°, 60°, 90°, asymmetric
high-pressure die-cast aluminium
stainless steel
powder coating (C5 zone)
anthracite
PMMA
tempered glass
IP66/IP677
IK09/IK10
9 kg
230 V
50 Hz
5 years
optional
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BEETLE II MAR EX 60 W, 192 LED, CRI 70

BEETLE II MAR EX 100 W, 192 LED, CRI 70

BEETLE II MAR EX 130 W, 192 LED, CRI 70

BEETLE II MAR EX 150 W, 192 LED, CRI 70

BEETLE II MAR EX 200 W, 288 LED, CRI 70

BEETLE II MAR EX 250 W, 288 LE D, CRI 70 
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BEETLE II MAR EX 60 W, 192 LED, CRI 80

BEETLE II MAR EX 100 W, 192 LED, CRI 80

BEETLE II MAR EX 130 W, 192 LED, CRI 80

BEETLE II MAR EX 150 W, 192 LED, CRI 80

BEETLE II MAR EX 200 W, 288 LED, CRI 80

BEETLE II MAR EX 250 W, 288 LED, CRI 80
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BEETLE II LED MARINE HIGH BAY is equipped with a stainless steel 

bracket to increase shock resistance.

LUMI TEAM Sp. z o.o.
Wanaty, Warszawska 2E
42-260 Kamienica Polska
POLSKA

Tel: + 48 34 347 42 80
E-mail: info@lumiteam.eu
www.lumiteam.eu

APPLICATION:
•	     floating units
•	     cargo holds
•	     deck equipment
•	     docks
•	     shipyards
•	     seaports


